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Dear customer, we are pleased with your choice for our GASITALY LS| system,
and we wish you lots of driving pleasure and fuel costs savings for a long time.

This leaflet will get you started
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Getting started

Fuel switch

You can switch fuels, manually, by pressing:

“Petrol pump symbol” B
for switching to petrol

“GI” for switching to =l

LPG.

e

The engine will start on petrol and switch to LPG automatically after
some time. The timing is determined by the engine temperature,

usually approximately 30 seconds but this can take longer in cold
conditions.

Starting the engine

While starting, the LPG-system performs a check: all LEDs on the switch willlight
up, rotate counterclockwise, and will then go out. After the check has been
performed, the LPG-system will start to switch to the chosen fuel type.

The top green LEDs are on. The engine is running on LPG. How many

LEDs are on, depends on the fuel level in the tank.

The yellow LED in the lower left corner is on. The engine runs on petrol.
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Switching from petrol to LPG

The yellow LED in the lower left corner is on. The top left green LED
flashes to indicate LPG is chosen. The engine still runs on petrol and
the LPG-system is preparing to switch to LPG.

Once the engine runs on LPG, the top green led’s are on.

Fuel level in LPG tank

The right, 4 top green, LEDs and the lower right red LED indicate the
amount of LPG in the tank.

If all 4 green LEDs are on, the tank is filled to it's maximum capacity.
The maximum capacity is approximately 80% of the gross content.

Low LPG fuel level
The upper green LEDs are off, the switch beeps twice and the lower
right red LED is on. The engine still runs on LPG, but it's time to refuel.

Switching from LPG to petrol
Once the LPG tank is empty the system switches to petrol.
Please note: the switch does not beep this time.

The lower left yellow LED is on. The engine runs on petrol now.

After refilling the LPG tank press [Flfor switching to LPG.
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Minimum petrol level
As the system starts on petrol, it's necessary to have sufficient (about Y4 tank) petrol
in your petrol tank.

Refuelling

When refuelling at a LPG station:

* Turn off the enginel!

® Make sure the vehicle is in a horizontal position.

e |t's recommended to always fill up the tank completely.

* Open filler flap.

 Remove filler cap from filler opening and screw on the required adapter.

® Bayonet filler: place fuel pistol in filler opening and turn it a quarter to the right or
left. Pull the fuel pistol handle.

® Euro filler: tighten fuel pistol nut on filler opening. Press handle on fuel pistol.

e ltalian filler: place fuel pistol in filler opening. Press handle on fuel pistol.

® Press LPG pump button. When the pump stops, the maximum tank level of 80% is
reached. Stop refuelling by releasing the button.

® Now loosen the handle (some LPG vapour may be released) and remove the fuel
pistol.

Put the filler cap in place to avoid dirt, water, sand and dust from entering the filler
opening and therefore the entire system.

ACME Bajonet Euro Italian

Belgium, Germany, Netherlands, Spain Austria, Bosnia and
Ireland, Luxembourg, Norway and UK. Herzegovina, Bulgaria,
Northern UK Croatia, Czech Republic,
Poland, Scotland, Denmark, Estonia,
Switzerland and France, Greece, Hungary,
Wales. ltaly, Latvia, Lithuania,

Macedonia, Norway,
Poland, Portugal,
Romania, Serbia,
Slovakia, Slovenia,
Sweden and Switzerland.
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Fuel consumption

As LPG gas has a lower energy value than petrol, the fuel consumption when
using LPG will be approximately 20% higher than when you are driving on petrol.
Ultimately, the extra consumption depends on LPG-mix you have refuelled with.

Originally installed petrol gauge and petrol consumption indicator
In some vehicles, the petrol gauge on the dashboard may move to a lower level
while driving on LPG. This is not due to petrol consumption, but it's caused by your
vehicle’s electronically regulated petrol gauge believing that you are driving on
petrol. When you restart the vehicle, the petrol gauge will reset and then indicate
the correct level again.

If your vehicle is equipped with an onboard computer with a fuel consumption
indicator, it communicates the fuel consumption as though the vehicle is running on
petrol. It does not take into account the exira fuel consumption due to driving on

LPG.

Maintenance
GASITALY LS| does not require any maintenance. However, your dealer may
advise to have the system checked on a regular basis.

Warranty

GASITALY LSI comes with a warranty of 2 years or 100.000 km, whichever
comes first. The warranty starts at the moment the system has been installed.
Please check if the warranty certificate is provided with the system.
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Troubleshooting
In case problems should occur, the following guidelines should be of assistance
how to proceed.

The-car won't run on LPG
Follow the next checklist:
e |s there enough LPG in the tank?
® |s there enough petrol in the tank for starting on petrol2
® |s one of the fuses in the GASITALY LS| system
defective? 15A rating for the fuse nearest to
the battery; 5A for the second fuse.
Removing both fuses will disable the LPG system and the engine should run on
petrol. Never use a heavier fuse than indicated on the fuse wire. It can cause
damage to the system.

Extreme temperatures

GASITALY LSl can handle extreme climatic conditions. However, in very hot
conditions or after prolonged driving with low fuel consumption (e.g. traffic
jams) you may experience a slower rate of filling when refuelling your vehicle.
In such case, continue your journey on petrol for a short while and retry at

the next refuelling station.

The filling pressure can be lower at certain refuelling stations. In these cases,
try to refuel when the temperature is relatively low; e.g. early in the morning.

Gas leakage
If you can smell LPG, switch to petrol immediately and contact an approved
GASITALY LS| dealer immediately.

If you cannot solve the problem yourself, please contact your GASITALY LSI
dealer. Do not carry out any repairs yourself. Failure to comply with this
instruction revokes your warranty.

KYour GASITALY LS dealer: N
\ J

GASITALY Srl - Via Perotti 5 - 25125 Brescia - Italy
Tel. 439 030 7776664 - Email: sales@gasitaly.it - Web: www.gasitaly.it
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